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PAR64 Quad
Distance Red Green Blue White RGB RGBW

200 10 21 6 20 x 47
150 23 50 13 46 x 109
100 90 158 42 166 x 375
50 269 435 108 555 x 1110
0 430 547 157 750 x 1530

50 269 435 108 555 x 1110
100 90 158 42 166 x 375
150 23 50 13 46 x 109
200 10 21 6 20 x 47

Model Number J87072

Light Source 144w Total Power (18 x 8w  
Quad-Colour LEDs (RGBW))

Service Life Average life of 50,000 hours under  
normal operating conditions.

Control 4, 5 & 8 Channel DMX 512  
control channels, LED Display, 
Master/slave, Auto run, Sound 
activated mode.

Control Connections 3 Pin Female XLR socket
3 Pin Male XLR socket

Run Modes Programmable static colour, 
colour mixing and colour  
fading functions.

Effects Dream, Fade, Jump

Mounting Extended double yoke for use as  
floor mount or hanging bracket.

Construction Lightweight aluminium

Power Requirement 240V AC 50/60Hz

Power Consumption 150w

Dimensions W x D x H 230mm x 310mm x 210mm

Weight 2.1kg

Dimensions

230mm

310mm

Specification Sheet
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Red 430 269 90 23 10

Green 547 435 158 50 21

Blue 157 108 42 13 6

White 750 555 166 46 20

RGBW 1530 1110 375 109 47

Illuminance Distribution
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